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MV Industrie  

  

C1 

Assemblages  

_____________________ 

 

En Mur Encastré Coupe Feu 
 

 

 

 

 

C-1-a 0.05m² 

C-1-b 0.1m² 

C-1-c 0.1m² 2 x 0.05m² Position Verticale  

C-1-d 0.15m² 1 x 0.1m² + 1 x 0.05m² Position Horizontale 

C-1-e 0.15m² 3 x 0.05m² Position Verticale 

C-1-f 0.2m² 2 x 0.1m² Position Horizontale 

C-1-g 0.2m² 2 x 0.1m² Position Verticale 

C-1-h 0.2m² 4 x 0.05m² Position Verticale 

C-1-i 0.25m² 2 x 0.1m² + 1 x 0.05m² Position Horizontale 

C-1-j 0.25m² 5 x 0.05m² Position Verticale 

C-1-k 0.3m² 2 x 0.1m² + 2 x 0.05m² 2 Colonnes de 2 Events 

C-1-l 0.3m² 3 x 0.1m² Position Verticale 

C-1-m 0.3m² 3 x 0.1m² Position Horizontale 

C-1-n 0.4m² 4 x 0.1m² 2 Colonnes de 2 Events 

C-1-o 0.4m² 4 x 0.1m² Position Verticale 

C-1-p 0.5m² 5 x 0.1m² Position Verticale 

C-1-q 0.6m² 6 x 0.1m² Position Verticale 

C-1-r 0.6m² 6 x 0.1m² 2 Colonnes de 3 Events 

C-1-s 0.8m² 8 x 0.1m² 2 Colonnes de 4 Events 

C-1-t 1m² 10 x 0.1m² 2 Colonnes de 5 Events 


